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Its fully sealed aluminum /plastic enclosure without ventilation slots and external fans 
susceptible to failure makes the 15 inch industrial touch PC suitable for multifunctio-
nal use in challenging environments, such as those found in industrial production or 
logistics. Its robust and reliable design provides effective protection from not only a 
wide range of mechanical and chemical conditions but also extreme environments. The 
C15 is fully protected against splashed water and is equipped with shock and vibration 
resistant components, such as the use of industrial locking connectors. 

Compact C15 Data Sheet
15 inch industrial PC: robust and reliable for extreme conditions

Fully sealed enclosure – NEMA4 (IP65)

Wide range of mounting brackets

Simple operation using touch panel and virtual 
keyboard

Technical Datasheet Compact C15
>>    standard	 d optional   - not available		  board version N	 8B	 8C

Enclosure Completely sealed, no external fan > >

Material: CYCOLOY bezel, aluminum cast enclosure > >

Surface: Powder coated rear panel > >

dimensions: WxHxD: 16.9x13.9x4.5 inch (428x354x115 mm3) approx. 9.6 kg; 21.2 lbs > >

Display 15.0“ TFT display XGA (1024x768) – 430 cd/m2 > >

Touch Resistive analog touch screen > >

Protective foil for touch screen d d

CPU Intel Celeron M 1,0 GHz (512kB Cache) > -
Intel Pentium M 1,4 GHz (2MB Cache) - >

Memory 512 MB > >

up to 2 GB d d

(2 SO-DIMM-sockets) > >

Video controller Intel 3D-Graphiccontroller 855GME, max. 64 MB > >

Network Intel 82551QM 10/100 MBit > -
Intel 82541PI 10/100/1000 MBit - >

Wireless LAN d d

Hard Disk 60 GB > >

Interfaces COM 1 RS232 (optional RS422/485, TTY) > >

COM 2 RS232 (optional RS422/485, TTY) > >

LPT  (ECP, EEP or SSP compatible) d d

4 x USB 2.0 (add. intern 1 x USB 2.0) > >

Ethernet network (RJ 45) > >

Monitor DVI-I (VGA via adaptorconnector) > >

2 x Firewire 400 - >

PS/2 keyboard, mouse via Y cable > >

Floppy (only USB) > >

Expansions/Slots Compact-Flash slot (Type II) > >

Mini PCI > >

2 x PCI Slot > >

Special Functions Micro controller (monitoring, control, evaluation) > >

Automatic brightness control > >

Automatic temperature monitoring > >

Automatic voltage monitoring > >

Touch controller (panel control and readjustment) > >

MCU setup > >

Input Voltage Standard 24 VDC stabilized d d

100 - 240 VAC with standard power supply d d

9 V up to 140 VDC with external dC/dC converter d d

Environment NEMA12 (IP54) (with IP54 connector cover) d d

NEMA4 (IP65) (with IP65 connector cover) d d

Operating temperature range 32° to 113° F (0 to 45° Celsius) > >

Storage: -4° to 140° F (-20° to 60°C)
Vibration resistance DIN EN 60068-2-6
Shock resistance DIN EN 60068-2-27

Mark of Conformity CE, FCC
Operating Systems Windows NT, 2000, XP, XP Embedded, LINUX, DOS
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