
The C12 is a multifunctional high quality industrial PC. Its robust, impact resistant and 
completely sealed plastic/cast aluminum enclosure without external fans, together with 
the use of high quality, industry conforming components, provides effective protection 
against a wide range of conditions in extreme production environments. Furthermore, 
the high-resolution display with integrated touch operation permits the ideal wide angle 
readability of noax IPCs. Depending on the requirements, the C12 can be equipped with 
one of two noax “All-in-One” boards. Thanks to the uncomplicated connection of various 
peri-pheral devices, it is the ideal IPC for use in information systems such as MES, ERP, 
time and attendance, data acquisition, process visualization, supply chain or warehouse 
management.

Compact C12 Data Sheet
12 inch industrial PC: completely sealed - NEMA4 (IP65)

Robust and reliable industrial PC in a fully 
sealed enclosure

Protected on all sides from moisture, splashed 
water and dust – up to NEMA4 (IP65)

Simple and uncomplicated operation using a 
touch display or foil keyboard
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Enclosure Completely sealed, no external fan > >

Material: Aluminum > >

Surface: Structure/nano-structure paint finish > >

dimensions: WxHxD: 12.6x10.0x4.2 inch (320x255x106 mm3) approx. 5.6 kg; 12.3 lbs > >

Display 12.1“ TFT display SVGA (800x600) – 350 cd/m2 > >

12.1“ TFT display XGA (1024x768) – 320 cd/m2 d d

Touch Resistive analog touch screen > >

Protective foil for touch screen d d

CPU Intel Celeron 400 MHz > -
Intel Pentium III 933 MHz - >

Memory 256 MB > >

up to 512 MB d d

(1 SO-DIMM-socket) > >

Video controller Intel 82815, max. 32 MB > >

Network Intel 82551QM 10/100 MBit > >

Wireless LAN d d

Hard Disk 60 GB > >

Interfaces COM 1 RS232 > >

COM 2 RS232 > >

2 x USB 1.1 > >

2 x USB 2.0 > >

Ethernet network (RJ 45) > >

Monitor VGA > >

PS/2 keyboard, mouse via Y cable > >

Floppy (only USB) > >

Expansions/Slots Compact-Flash slot (Type I) > >

Mini PCI > >

PC-Card slot (PCMCIA) via PCI-Slot d d

PCI slot 7.9 inch (200 mm) long > >

Special Functions Micro controller (monitoring, control, evaluation) > >

Automatic brightness control > >

Automatic temperature monitoring > >

Automatic voltage monitoring > >

Touch controller (panel control and readjustment) > >

MCU setup > >

Input Voltage Standard 12 VDC stabilized d d

100 - 240 VAC with standard power supply d d

9 V up to 140 VDC with external dC/dC converter d d

Environment NEMA12 (IP54) (with IP54 connector cover) d d

NEMA4 (IP65) (with IP65 connector cover) d d

Operating temperature range 32° to 113° F (0 to 45° Celsius) > >

Storage: -4° to 140° F (-20° to 60°C)
Vibration resistance DIN EN 60068-2-6
Shock resistance DIN EN 60068-2-27

Mark of Conformity CE, FCC
Operating Systems Windows NT, 2000, XP, XP Embedded, LINUX, DOS

Technical Data Sheet Compact C12
>    standard	 d optional   - not available	 board version N	 7A	 7B
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Designd for harshest industrial environments 
– the noax C12

Simple connection of diverse peripheral devices 
using WLAN

Active component protection thanks to the 
noax Micro-Controller

The C12: reliable long-term operation thanks to its robust engineering

The use of proven selected, high quality components, enables optimum data processing 
and an efficient internal temperature management - using cooling fins in a fully sealed 
enclosure –therefore giving noax PCs the advantage for operation without external fault 
susceptible fans or cooling openings. This guarantees a trouble-free long-term operation 
under the extreme conditions often present in harsh industrial environments. The enclosed 
design fully protects the C12 against liquids and dust. The C12 is equipped as standard 
with high quality locking connectors and a specially designed processor heat sink metal 
fixture. Even high vibration and shock cause no problems for noax industrial PCs. If  
necessary for certain applications, shock resistant flash drives and special shock  
absorber pads can be used.

The optimum technology for every application

The C12 is outstanding for its maximum robustness, reliability, expandability and  
performance combined for installation in a minimum space. Depending on the  
application, the C12 can be equipped with one of two different noax “All-in-One”  
motherboards: N7A and N7B. The powerful Intel processors, many on board interfaces, 
Ethernet interface and the simple expandability using standard PCI slots guarantee  
optimum connection of peripheral devices. Furthermore, optional WLAN cards permit  
a problem-free wireless LAN integration. The use of a high contrast TFT display with  
optimum readability in a wide viewing angle, and simple operation using the touch  
panel make the C12 ideal for extreme environments.

The noax micro-controller – the plus for reliability 

The noax micro-controller as standard in all noax industrial PCs automatically performs 
many monitoring, control and statistical functions, such as counting operating hours, 
temperature and internal voltage monitoring or backlight control. The controller can 
be individually configured to customer requirements. Furthermore, noax uses a touch 
controller developed in-house that performs the automatic control and adjustment of the 
touch screen. In addition, as a service, noax configures all IPCs to meet specific customer 
requirements as part of a ready to use installation. You only need to switch it on!
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