
The P15, a 15 inch industrial PC with a maximum depth of only X inches (95 mm) was 
specially designed for installation in control panels, control consoles or racks. A special 
mounting bracket allows the P15 to be easily installed in a 19 inch rack. Extreme envi-
ronmental conditions, such as dust, dirt or moisture do not cause any problems for the 
NEMA 4 (IP65) protected P15 at the front bezel. Depending on the customer require-
ments, the P15 can be equipped with two processor types with different clock frequen-
cies, various operating systems or memories. Its many on-board interfaces permit the 
connection of a wide range of peripheral devices. 

Panel P15 Data Sheet
15 inch touch panel PC: simple installation and high performance

Ready to install 15 inch industrial touch panel 
PC

Very small maximum installation depth of only 
3.35 inches (85 mm)

The picture shows a part of the connector panel 
of the P15
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Enclosure Material: V2A stainless steel (1.4301) polished > >

dimensions: WxHxD: 16.6x12.2x3.8 inch (422x311x96 mm3) approx. 6.7 kg; 14.8 lbs > >

Installation dimension: WxHxD: 14.9x11.2x3.8 inch (378x283x95 mm3) > >

Display 15.0“ TFT display XGA (1024x768) – 430 cd/m2 > >

Touch Resistive analog touch screen > >

Protective foil for touch screen d d

CPU Intel Celeron M 1,0 GHz (512kB Cache) > -
Intel Pentium M 1,4 GHz (2MB Cache) - >

Memory 512 MB > >

up to 2 GB d d

(2 SO-DIMM-sockets) > >

Video controller Intel 3D-Graphiccontroller 855GME, max. 64 MB > >

Network Intel 82551QM 10/100 MBit > -
Intel 82541PI 10/100/1000 MBit - >

Wireless LAN d d

Hard Disk 60 GB > >

Interfaces COM 1 RS232 (optional RS422/485, TTY) > >

COM 2 RS232 (optional RS422/485, TTY) > >

LPT  (ECP, EEP or SSP compatible) d d

4 x USB 2.0 (add. intern 1 x USB 2.0) > >

Ethernet network (RJ 45) > >

Monitor DVI-I (VGA via adaptorconnector) > >

2 x Firewire 400 - >

PS/2 keyboard, mouse via Y cable > >

Floppy (only USB) > >

Expansions/Slots Compact-Flash slot (Type II) > >

Mini PCI > >

2 x PCI Slot > >

Special Functions Micro controller (monitoring, control, evaluation) > >

Automatic temperature monitoring > >

Automatic voltage monitoring > >

Touch controller (panel control and readjustment) > >

MCU setup > >

Input Voltage Standard 24 VDC stabilized d d

100 - 240 VAC with standard power supply d d

9 V up to 140 VDC with external dC/dC converter d d

Environment Front NEMA4/IP65 > >

Operating temperature range 32° to 113° F (0 to 45° Celsius) > >

Storage: -4° to 140° F (-20° to 60°C)
Vibration resistance DIN EN 60068-2-6
Shock resistance DIN EN 60068-2-27

Mark of Conformity CE, FCC
Operating Systems Windows NT, 2000, XP, XP Embedded, LINUX, DOS
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